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• sh081684engg_CC-Link IE Field Basic.pdf (คู่มือ CC-Link IE Filed Basic)
• sh081763engf_CC-Link IE Field Basic Remote IO.pdf (คู่มือ Remote I/O)
• jy997d69701a_Training iQ-F (GX Works3) - correction.pdf (คู่มืออบรม PLC)

เอกสารและคู่มือประกอบ
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Switching hub

Overview & cyclic transmission

• คู่มือ CC-Link IE Filed Basic บท 1 OVERVIEW และ 7.1 Cyclic Transmission

192.168.3.250

192.168.3.1 192.168.3.2
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Specifications

• คู่มือ CC-Link IE Filed Basic บท 2.1 Performance Specifications
Item Specifications

FX5U

Firmware ver. >= 1.110 Firmware ver. < 1.110

Number of connectable 

modules per network

Master station 1

Slave station 16 6

Maximum number of link 

points per station

Master station RX 1024 384

RY 1024 384

RWr 512 192

RWw 512 192

Slave station

(1 station 

occupied)

RX 64

RY 64

RWr 32

RWw 32

Transmission specifications Data transmission speed 100Mbps

Network topology Star, line (with modules support line), mixed

Connection cable Ethernet cable 100BASE-TX standard

Maximum station-to-station distance 100m (Category 5e)

• คู่มือ CC-Link IE Filed Basic บท 5.1 CC-Link IE Field Network Basic System Configuration → Network topology
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Access range และ Number of link points

• คู่มือ CC-Link IE Filed Basic บท 5.1 CC-Link IE Field Network Basic System Configuration

192.168.3.250

Access range The access range of CC-Link IE Field Network Basic is within the same 
network address of Ethernet. The device connected beyond a router is not accessible.
Ex. When the subnet mask is 255.255.255.0 and the network address is 192.168.3.
Point Use the same subnet mask value and do not assign the same IP address for each 
slave station

Number of link points
Each slave: 1 station occupied

Slave 

station

RX/RY RWr/RWw

Number

of point

Start End Number

of point

Start End

1 64 0 3F 32 0 1F

2 64 40 7F 32 20 3F

3 64 80 BF 32 40 5F
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Interlock Programs

• คู่มือ CC-Link IE Filed Basic บท 6.1 Interlock Programs of Cyclic Transmission

Program using devices 
MELSEC iQ-F (FX5U)
• SM1536
Cyclic transmission status
• SD1536.0 
Cyclic transmission status 
of station No.1
• SD1536.1 
Cyclic transmission status 
of station No.2
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ค าอธิบาย SD . และ MC/MCR

• คูมื่ออบรม PLC บท 4.3.6 MC/MCR instruction

• คู่มืออบรม PLC บท 4.2 Types of PLC instructions 
หนา้ 4-6 “the word device (D, W, SD, SW, R, U \G ) 
can handle the bit data for the specified bit No”
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Operation of the link scan

• คู่มือ CC-Link IE Filed Basic บท 7.1 Cyclic Transmission → Operation of the link scan → MELSEC iQ-F
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Parameter settings

• คู่มือ CC-Link IE Filed Basic บท 8.1 Settings for MELSEC iQ-R/MELSEC iQ-L/MELSEC iQ-F → IP address settings → MELSEC iQ-F
• Navigation window → Parameter → CPU module model name → Module Parameter → Ethernet Port → Basic Settings 
→ Own Node Settings

• ถ้าไม่ตั้ง IP address FX5 จะใช้ 192.168.3.250 แต่ต้องตั้ง Subnet Mask 255.255.255.0 ส าหรับ IP address ที่เริ่มด้วย 192 หรือมากกวา่

ตัง้แลว้กด Apply
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CC-Link IEF Basic Settings

1 เลือก Use
2 Double click



11
© Mitsubishi Electric Corporation

Network Configuration Settings

1 Drag and drop

2 ปรบั IP address ใหต้รงกบัโมดลู

3 Close with Reflecting the Setting แลว้กลบัไปหนา้เดิม
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Refresh Settings

1 Double click

2 ตัง้คา่

3 กด Apply
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การนับ I/O จาก Link Refresh

• ใช้ RX, RY โมดูลละ 64 หมายเลขเสมอแม้โมดูลจริงมี I/O ไม่ถึง 64 จุด ยังต้องใช้หมายเลข X, Y ส าหรับโมดูล Station ถัดไปต่อจาก 64 หมายเลข
• จาก Number of link points ระบบ CC-Link มีหมายเลข RX, RY เป็นฐาน 16 แต่ FX5 มีหมายเลข X, Y เป็นฐาน 8 จับคู่ได้ดังนี้

Station RX X RY Y RWr D RWw D

Start End  Start End  Start End  Start End  Start End  Start End  Start End  Start End  

1 0 3F 100 177 0 3F 100 177 0 1F 1000 1031 0 1F 2000 2031

2 40 7F 200 277 40 7F 200 277 20 3F 1032 1063 20 3F 2032 2063

• จากตัวอย่าง Refresh setting เป็นการจับคูห่มายเลข RX, RY, RWr, RWw กับหมายเลข X, Y, D ที่จะใช้ในโปรแกรมจริง
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Remote I/O Module

• คู่มือ Remote I/O บท 2 PART NAMES → Screw terminal block type

(1) ขั้ว Ethernet และ LED แสดงสัญญาณ
(2) LED แสดงสถานะโมดูล

PW ติด = มีแหล่งจ่ายไฟ
RUN ติด = โมดูลท างาน
D LINK ติด = เชื่อมต่อข้อมูลได้
ERR. ดับ = ไม่มีข้อผิดพลาด

(3) Function setting switch
(4) IP address setting switch
(5) ON/OFF status of I/O
(6) I/O PW LED
(7) Terminal block for module power supply (24VDC)
(8) DIN rail hook
(9) Terminal block for I/O power supply and I/O signals



15
© Mitsubishi Electric Corporation

NZ2MFB1-32DT DC input/transistor output module

• คู่มือ Remote I/O บท 3.2 Performance Specifications → I/O combined module
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NZ2MFB1-32DT External connection
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NZ2MFB1-32DTE1 DC input/transistor output module

• คู่มือ Remote I/O บท 3.2 Performance Specifications → I/O combined module
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NZ2MFB1-32DTE1 DC input/transistor output module
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I/O terminal block และการนับ X, Y ในโปรแกรม FX5
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• Ex. To set to 235 =

IP address setting

• คู่มือ Remote I/O บท 6.2 Setting Switch, IP address setting switch setting
• Set the fourth octet of IP address: 192.168.3.

The fourth octet

• Automatic setting of the first to third octet of IP address by the I/O module according to the settings of the master 
station. (The factory default setting is 192.168.3.)

The first to third octet
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Wiring of terminal block for module power supply

• คู่มือ Remote I/O บท 6.5 Wiring, Wiring of terminal block for module power supply and FG

• To connect the cable • To disconnect the cable
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Input Response Time Setting

• คู่มือ Remote I/O บท 8.1 Input Response Time Setting Function
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Output HOLD/CLEAR Setting

• คู่มือ Remote I/O บท 8.2 Output HOLD/CLEAR Setting Function



24
© Mitsubishi Electric Corporation

Input and output status when failure occurs

• คู่มือ CC-Link IE Filed Basic บท 7.1 Cyclic Transmission → Input and output status when failure occurs
• Input status from data link faulty station

• RX is cleared. 
• Regarding RWr, the data before an error occurs is held

• Cyclic data output when a stop error occurs in the CPU module
• MELSEC iQ-F: Data is cleared.

• Output status for CPU STOP
• MELSEC iQ-F: Data is cleared.
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CC-Link IE Field Network Basic Diagnostics

• คู่มือ CC-Link IE Filed Basic บท 9.1 CC-Link IE Field Network Basic Diagnostics
• [Diagnostics] → [CC-Link IEF Basic Diagnostics]




