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N15949 IP address Yasnauiamas 1iag Network Address wigafiu PLC

#29¢79 Windows 10 §9lisiaans Ethernet ¥83AauNLasHyU PLC U FX5 (IP address default value v83 FX5 = 192.168.3.250)

==Start — EE:)]B Settings  =—p @ Network & Internet
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{nt Home

Find a setting

Network & Internet
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Related settings
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_'-. Bluetooth Metwork Connection 2
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%= Disabled I

@ Fortinet SSLVPN]
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%‘ MNetwork cable unplugged

b4 @~ Fortinet Virtual Ethernet Adapter (...
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¥ Metw...
*+ [H o

S |

Port #9@18 Ethernet 714l I

"I % Ethernet

@ Dial-up

»| Change adapter options

Change advanced sharing options
Network and Sharing Center

Windows Firewall

—-—

Ethernet 4

I Double click

Metwork cable unplugged' — i —
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kﬁ google3_3g

d:fm Intel(R) Dual Band Wireless-4C 82...

3 itemns 1 item selected

B =

© Mitsubishi Electric Corporation

3



z MITSUBISHI
ELECTRIC

Changes for the Better

1594 IP address ¥@ePRUNIADS Wiag Network address Laenfiu PLC

U Ethernet 4 Properties >
S
. ; Internet Protocel Version 4 (TCP/IPv4) Properties !
Networking ' Sharing | FX5 IP address 192.168.3.250 |
1 1 1% I
— General A a = v
Connect using: | IP address 73u 192 Fuly 14 1
. |
F Reattek PCle GBE Family Controller #2 You can get IP settings assigned automatically if your network suppari
this capability, Otherwise, you need to ask your network administratoy Subnet mask 255.255.255.0 :
for the appropriate IP settings.
Confi | v
= | azl8 Network address '
This connection uses the following tems: . _ |
() Obtain an IP address automatically | D I
I?Clierrt for Microsoft Networks “ (@) Use the following IP address: 192.168.3. |
8 File and Printer Sharing for Microsoft Netwarks o . v ===r1 | X0l P add 6?}5,] & Iucﬁ'ﬁﬁ% I
% Trend Micro NDIS 6.0 Fiter Driver ——p| [P address: 192 . 168 . 3 | 100 | | AUAress I
)ﬁ]?'j“s Packet Scheduler | . Subnet mask: 255 , 255 , 255 . 0 192.168.3.100 :
EW Double click —— R i
'R Intemet Protocol Version 4 (TCP/1Pv4) Default gateway: . . .
FRLLERE WO apter Mumiplexor Protocol W
< > Obtain DMS server address aTDmaﬁcall*r'
Install Uniinstal P (@) Use the following DNS server §ddresses:
Description Preferred DMS server:
Transmissiun Control F‘mtuculflrrtemgt Protocol. The :_:Iefauft Alternate DNS server:
wide area network protocal that provides communication
across diverse interconnected networks.
[ ] validate settings upon exit Advanced...
QK Cancel
— oK Cancel
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N34 External Device Configuration 11 FX5 #ia Ethernet Aunaiggunsal

*  QIngeNALIs GX Works3 fdenld PLC Ju FX5U

® Navigation window — Parameter — FX5UCPU — Module Parameter — Ethernet Port — Basic Settings

*  M0uUfa IP address FX5 agld 192.168.3.250 ald FX5 via1eufi@aafalyilugnnu wazda Subnet Mask 255.255.255.0

Module Parameter Ethernet Port

Setting Ttem

Setting Ttem List

Item

|Ir||:|ut the Setting Item to Search

IP Address

(1) l9AN IP Address hag

CC-Link [EF Bazic Settings
MODBEUS/ TGP Settings

: External Device Gonfiguration
j fipplication Settings

GC-Link IEF Basic Settine
MODBUS/TGP Settines

|= External Device Configuration

External Device Configuration

Explanation
et the information of the own node such as IP address.

o B - IP Bddress 192 168 . 3. 250
1. Yy o
N Owyr Mode Settine: [ E S = :
f )l TEE Bacio Cetbieme || | Communication Data Code Einary

(2) External Device Configuration

FaAn b <Detailed Setting>

Check

Item Lizt | Find Result

‘ ‘ Restore the Default Settings ‘

(5) A4 Detailed Setting
AUWAINA Apply
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N304 External Device Configuration 1 FX5 #i® Ethernet ﬁ’wmaqﬂmaﬁ

alugaiinesnssiely Detailed Setting anliltiuasuiunasvsegunsaldula 1 M1 iiaAudwunsessala

ﬁ Ethernet Configuration (Built-in Ethernet Port)

. r
: Ethernet Configuration Edit  View Close with Discarding the 5e1:tir1g| Close with Reflecting the Setting

(4) Close with Reflecting the Setting waanavulina Apply luntinmu

Detect Mow

Connected Count (Cur./Max.): 1/3

Communication

i Module List

Fixed Buffer

PLC

'y Mao.
¥ | =]

Model Name

Host Station

Method

MELSOFT Connection Mod MELSOFT Connex

Send/Receive
Setting

Protocol
IP Address

192.168.3.250

| Ttee [ [1921683250] |

r
Port No. {

£

— 1

Host Station
Connected Count
11

i Qutput

Connection
Mo, 1

(3) Drag and drop
10 MELSOFT

Connection Module

RAE] CIET (T
L= === =

onnection M
odule

< >

Ethernet Selection ] Find Mudule] My Favorites

E=laL i FElea) A s

Q Ethernet Device (General) _ _ _ _ |
MELSOFT Connection Module

& SLMP Connect®® Module
% UDpP Cnnnect' Module

—f. Active Con

ion Module
48 Unpassiya Connection Module
E8 Full ive Connection Module
Hal I“DEUS;‘TCP Connection Module

rnet Device (Mitsubishi Electric Corpo
Code Reader
GOT2000Series
General-Purpose AC Servo
Inverter( FR-A800 Series)
Inverter{FR-F800 Series)

[Outline]

MELSOFT Connection Module
[Specification]

Use when specify open method by MELSOFT
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