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U Ethernet 4 Properties >
Internet Protocel Version 4 (TCP/IPv4) Properties >
Metworking  Sharing
General !
Connect using: :
- You can get IP settings assigned automatically if your network supports |
Realtek PCle GBE F Controller #2
I? =alE = amity Controller this capability. Otherwise, you need to ask your netwaork administrator 1
for the appropriate IP settings.
Configure. ..
This connection uses the following tems: () Obtain an IP address automatically
&3 Client for Microsoft Networks ” (@) Use the following IP address::
b1 . . . : -1
(v ).]? File and Printer Sharing for Microsoft Netwarks IP address: 192 .168 . 3 I 100 | |
¥ Trend Micro NDIS 6.0 Fitter Driver i .
’:]? Qo5 Packet Scheduler Double click Subnet mask: 235 .455.255. 0
[l 8 EoptiClient NDUS 6.3 Packet Filter Driver >
. i Default gateway:
R Intemet Protocol Version 4 (TCP/IPv4)
O . Microsoft Network Adapter Multiplexor Protocol W
< > Obtain OMS server address autrlmaﬁcall*r'
(@) Use the following DMS server addresses:
Install. .. Uninstall Properties
Preferred DMNS server:
Description
Transmission Control Protocol/Intemet Protocol. The default Alternate DNS server:
wide area network protocaol that provides communication
across diverse interconnected networks.
[ ]validate settings upon exit Advanced...
DI{ EEHCEI # 4 EEHCEI
f 1
|

FX5 1% IP address  192.168.3.250
Subnet mask 255.255.255.0

: 1% Network address 192.168.3.0
' 1914 1P address 133 192.168.3

Tnelain wazld Subnet mask Ll
Tudnee9ly 192.168.2.100
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......
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Subnet Mask 8131181
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ETExTer:al_De_w;E Confiewration = :/
: External Device Configuration < Detailed Setting

Item Lizt | Find Result

Explanation
et the information of the own node such as IP address.

Check, ‘ ‘ Restore the Default Settings ‘

(2) External Device
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<Detailed Setting> nidald
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®*  Online — Current Connection Destination Specify Connection Destination Cennection
Connection Destination Simple Setting Connection ﬁm‘ gl""
Serial Ethernet
. UsE Board
() Drect Coupled Setting
(3) Network Mo.| - | Station Me
PLC side I/F Detailed Setting of PLC Module
Ethernet BLC PLC Mode FX5CPU e
Module
() Ethernet Port Drect Connection (4) @ Connection via HUB

Ethernet Board

bl

Ethernet

v

a 6
(5) WU IP address w839 PLC
* Please select 'Connection via HUB' when you use HUB ever|
Not Speafied if there is only one target device to communicate. @ IP Address | 192 168 3| 250
If HUB & connected to other devices and also 'Ethemnet Port
Drect Connection’ s selected during communication, the ine

IP Input Format  DEC w

Commun jation Test

N
(1) 2) ~YJ ¥
@ {Other Connection Method ©) - —
Select this method if you want to connect to QOther Connection Method
CPU module with a connection method other (Open the Specify Connection
than the drect coupled setting. | Destination window)
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Legal Disclaimer (must not be removed)

The contents of this document are provided as illustrative subject matter. No license, expressly or implied to any intellectual property rights is granted by this document. With regard to the products
and services of Mitsubishi Electric referred to within this document, Mitsubishi Electric and its group companies assume no liability whatsoever and disclaim any express or implied warranty, relating to
the use and/or sale of those products and services including liability or warranties relating to fitness for purpose, or infringement of any intellectual property right such as, but not limited to, patents,
copyrights etc. except as provided by Mitsubishi Electric's terms and conditions of sale for those products and services.

All dates, figures, product specifications, service data, are based on Mitsubishi Electric’s current understanding and are subject to change without notice.

Due to copyright controls around the images used in this presentation on no account may any of the images be copied, extracted, edited or otherwise reused and disseminated separately. If you have
any questions regarding this please contact Mitsubishi Electric Corporation, 2-7-3 Marunouchi, Chiyoda-Ku, Tokyo, Factory Automation Systems Group, Overseas Marketing Division, Promotion Group
Manager.

Where forward looking statements and proposals are provided these are based on Mitsubishi Electric's current expectations and are subject to risks and uncertainties that affect their validity, for
example , but not limited to;

the availability of information disclosed to Mitsubishi Electric

changes in the state of the general business and economic environment

effects triggered by changes in currency exchange rates and interest rates

the development and adoption of new technologies

the introduction and acceptance of new products and services

Other customers of Mitsubishi Electric may be listed within this documentation as illustrative examples, Mitsubishi Electric does not make any representations or endorsements of the products or
services of those customers.

Mitsubishi Electric believe that an intrinsic part of building automation solutions is the ability to work with partners and third party company products, however, where such companies, their products
and or services are referred to, Mitsubishi Electric does so in good faith but expressly does not make representations or warranties regarding their quality, reliability, functionality, compatibility or
general suitability.

Such references to third party companies, products and services may change without notice.

Other names, trademarks, brands may be claimed as the property of others and as such are acknowledged.
Mitsubishi Electric, e-F@ctory, MELSEC, MELSERVO, FREQROL, MELFA, iQ Platform and their associated logos are trademarks of Mitsubishi Electric Corporation in Japan and/or other countries.
Copyright © 2022 Mitsubishi Electric Corporation.

All rights reserved.

It is not allowed to delete this disclaimer from the slide deck — the slide deck will be accompanied by an original version in PDF format for reference.
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